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Abstract 11 

A series of dynamic longitudinal compression tests have been performed on cross-ply IM7/8552 12 

specimens cut at different off-axis angles to produce different combinations of compression and 13 

shear stresses. Together with results from previous quasi-static tests of the same kind, quasi-static 14 

and dynamic fibre kinking failure envelopes have been obtained using classical laminate theory. This 15 

new experimental data has been compared against predictions from the leading fibre kinking 16 

theories, made rate-dependent by using rate-dependent in-plane shear properties, and show that, 17 

while they can accurately  predict the effects of strain rate on the uniaxial compression strength, they 18 

are unable to capture the effects of shear, neither at quasi-static nor dynamic rates. Instead, a simpler 19 

more phenomenological approach is proposed to predict the rate-dependent fibre kinking strength of 20 

FRP laminates under multi-axial loads until the micromechanics can be more accurately described. 21 

Keywords: Polymer matrix composites; longitudinal compression; fibre kinking; high strain-rate. 22 
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1 Introduction 23 

Longitudinal compressive failure in carbon fibre-reinforced polymer (CFRP) laminates, or fibre 24 

kinking, is arguably the most complex failure mechanism observed in these materials. There has 25 

been much work done over the years to understand the micro-scale mechanisms behind this type of 26 

failure and, while it is now widely recognised as a form of buckling instability in the fibres driven by 27 

the response of the supporting matrix, there are still specific aspects of the micromechanics that 28 

remain to be explained. Leading fibre kinking theories, such as those by Budiansky and Fleck [1,2] 29 

and Pinho [3,4], can accurately predict failure under uniaxial compression given the initial 30 

misalignment or waviness of the fibres and the nonlinear shear response of the laminate. However, 31 

under multi-axial loading, different models start to give diverging predictions based on how they 32 

address the evolution of fibre misalignment under transverse stresses [5]. In addition, even some of 33 

the aspects where all models agree have yet to be fully verified experimentally, such as the effects of 34 

strain-rate or temperature.  35 

Matsuo and Kageyama [6] recently showed that the effects of temperature on the uniaxial 36 

compression strength of a thermoplastic CFRP composite were in good agreement with the 37 

predictions from Fleck’s fibre kinking theory, where the change in strength was directly related to 38 

the change in the nonlinear shear response of the laminate. However, due to the complexity of the 39 

experimental procedures, very little work has been done to characterise the longitudinal compression 40 

behaviour of CFRPs under off-axis and dynamic loads, which is crucial for a more extensive 41 

validation of these fibre kinking models, especially for impact loading applications where the 42 

material is subjected to multi-axial stresses and high strain-rates.  43 

Based on recent work by the authors [5], who proposed an improved testing methodology to measure 44 

the uniaxial and off-axis compressive strength of CFRP laminates using cross-ply (CP) specimens, 45 

and previous work by Ploeckl et al. [7], who showed a roughly 40% increase in the uniaxial 46 



 

3 

compression strength of a quasi-isotropic (QI) laminate from quasi-static to high strain-rate testing, 47 

the work presented here aims to investigate the effects of strain-rate on the fibre kinking failure 48 

envelope by testing the same IM7/8552 CFRP from [5] under high-rate off-axis compression. 49 

Finally, the obtained experimental data was used to evaluate the accuracy of different fibre kinking 50 

theories under quasi-static and dynamic multi-axial loading.  51 

2 Methodology and experimental set-up 52 

Following the quasi-static study in [5], a series of dynamic off-axis compression tests have been 53 

performed using a similar cross-ply specimen configuration and data reduction methods to extract 54 

the longitudinal compression strength from the axial measurements.  55 

The specimens were tested at high strain-rates using a Split-Hopkinson Pressure Bar (SHPB) system, 56 

described in section 2.2, and longitudinal ply failure data was extracted from the specimen strengths 57 

using Classical Lamination Theory (CLT), following the methodology described in [5,8]. 58 

2.1 Specimen configuration 59 

Based on the previous work in [5], cross-ply material was selected over thick unidirectional (UD) 60 

material, however, some minor modifications to the quasi-static specimen design were necessary. 61 

The rectangular specimen design used for quasi-static testing in [5] was found not to be suitable for 62 

dynamic testing, exhibiting premature cracking and specimens rotating out of place during loading. 63 

Instead a tabbed dog-bone design was used as shown in Figure 1. The screwed end caps fitted into 64 

the SHPB input and output bars ensured specimen alignment throughout the test, while the dog-bone 65 

design mitigated the effects of noise and stress concentrations at the specimen-bar interfaces.  66 
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 67 

Figure 1. Cross-ply specimen and end cap design for dynamic loading. a) IM7/8552 specimens from 68 

10 mm initial plate thickness used in this study, b) simpler specimen successfully tested for a 3mm 69 

thick plate with only in-plane dog-bone. Dimensions in mm. 70 

All specimens were cut from a 10 mm [0/90]20S IM7/8552 [9] plate using a water jet cutter and were 71 

ground down to the final specifications, detailed in Figure 1. For the uniaxial compression tests, 72 

specimens were cut parallel to the fibre direction of the external plies and additional specimens were 73 

prepared at 3°, 6°, and 10° to the surface fibre direction in order to produce different combinations of 74 

longitudinal compression and shear stresses. 75 

Due to the excessive thickness of the cross-ply laminates, a dog-bone shape was also ground in the 76 

out-of-plane direction, Figure 1 a), to achieve the desired cross-section of 16 mm2. It should be noted 77 

that a simpler dog-bone specimen design, Figure 1 b), without the out-of-plane grinding was also 78 
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tested using a different material and produced equally reliable results. The more complex design 79 

used for the IM7/8552 composite was only necessary to reduce the thickness of the source material 80 

in order to facilitate the achievement of dynamic loading rates and material failure during SHPB 81 

experiments. 82 

In order to ensure alignment throughout the test and avoid the introduction of spurious loading 83 

pulses, the specimens were bonded to M12 threaded end caps using a 3M DP490 adhesive, allowing 84 

them to be fitted into the M12 threaded holes in the input and output bars of the SHPB, which were 85 

supported by low friction PTFE bushings at a pitch of 300 mm.   86 

Finally, since the fibre kinking strength is known to be strongly dependent on the fibre misalignment, 87 

one of the 6° specimens was used to characterise the microstructure of the laminate following the 88 

procedure from [10]. By this approach, a fibre’s orientation, 𝛼, with respect to a cutting plane can be 89 

obtained from the length of the fibre’s elliptical cross-section, 𝑙𝑒, and the fibre diameter, 𝑑𝑓, as 90 

illustrated in Figure 2 a): 91 

sin(𝛼) =
𝑑𝑓

𝑙𝑒
          (1)  92 

The 6° cross-ply specimen was polished using 1µm water-based polycrystalline diamond suspension 93 

and analysed under an optical microscope, Figure 2 b), in order to measure the distribution of fibre 94 

orientations in the material. A representative area of the 6° cutting plane was selected and the length 95 

of the elliptical cross-section of 123 individual fibres was measured using the image processing 96 

software imageJ [11]. The fibre diameter, 5.2 µm, is given by the supplier [12] and was verified in 97 

the same way through optical microscopy. With this, the orientation of the measured fibres was 98 

determined using eq. 1 in order to obtain the distribution of fibre misalignment with respect to the 99 

mean. The results showed the fibre misalignment was within ±1.6°, with a standard deviation of 100 

0.52°, which is in is in line with typical values for modern CFRPs [13,14]. A histogram of the fibre 101 

misalignment is shown in Figure 2 c). 102 
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 103 

Figure 2. a) Illustration of the relation between the length elliptical fibre cross-section, 𝑙𝑒, and the 104 

angle of the cutting plane, 𝛼. b) Optical microscopy of a cross-ply specimen with a 6° cutting plane. 105 

c) Histogram of the measured fibre misalignment distribution.  106 

2.2 Experimental set-up and data reduction 107 

With the specimens fully prepared and mounted, an SHPB system like the one described in [15] was 108 

used to apply a high strain-rate compressive pulse through the material. The system consists of the 109 

16 mm titanium striker, input and output bars detailed in Figure 3 a) and the alignment and 110 

containment chamber shown in Figure 3 b). The striker is fired from a compressed air chamber at the 111 

input bar creating the compressive pulse. A 1mm rubber pulse shaper was used between the striker 112 
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and input bar to produce a gentle rising edge in the compressive wave and facilitate the achievement 113 

of dynamic equilibrium conditions. The specimens were screwed into both the input and output bars, 114 

as described in section 2.1 above, and strain gauges mounted along the bars, indicated by the ‘SG’ 115 

symbols in Figure 3 a), measured the stress waves travelling into and out of the specimen. This 116 

allowed for forces at the input and output interfaces of the specimen to be computed using one-117 

dimensional wave propagation theory. Once dynamic equilibrium was established for each test, the 118 

axial strains and stresses were computed using the specimen dimensions measured before the 119 

experiment. 120 

 121 

Figure 3. SHPB test set-up used for the dynamic compression tests. a) schematic of the SHPB system, 122 

b) alignment and containment fixtures, and c) inserted specimen with speckle pattern for DIC. 123 

The tests were recorded using a Kirana high-speed camera by Specialised Imaging at 500.000 fps 124 

and a resolution of 924 × 768 pixels covering an area of approximately 30 mm × 25 mm. This 125 

allowed for the full strain field data to be obtained through digital image correlation (DIC), which 126 
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was used to validate the strain gauge measurements and verify that adequate testing conditions were 127 

met. For this purpose, a fine speckle pattern was applied to all specimens, as shown in Figure 3 c). 128 

Finally, the camera was also connected to the oscilloscope used to record the signal from the strain 129 

gauges in order to synchronise the strain and force histories.  130 

With the above in place for all specimens, the tests were fired with a pressure of approximately 1 bar 131 

for a striker velocity of around 6 m/s, producing strain-rates in the order of 100 s-1. In these 132 

conditions, the tests lasted between 0.2 and 0.3 ms before specimen failure, which was well before 133 

any stress wave reflections could reach the strain gauges and allowed for 100 to 150 images to be 134 

captured for the DIC analysis. 135 

3 Results 136 

With the updated dynamic specimen design, the stress concentration and boundary effect issues 137 

observed in previous iterations were successfully avoided. The results, summarized in Figure 4 and 138 

Table 1 below, showed good repeatability and the stiffnesses were in good agreement with the quasi-139 

static results from [5], giving confidence in the data acquisition and processing methods. Figure 4 140 

shows the obtained axial stress-strain curves for each of the four specimen orientations compared to 141 

the quasi-static data. A summary of the strength data for all quasi-static and dynamic tests is given in 142 

Table 1. On average, a strain-rate of 75 s-1 was achieved for the 0° uniaxial compression tests with 143 

this number increasing slightly in the off-axis tests as the axial stiffness decreased. The initial noise 144 

observed in some of the dynamic curves in Figure 4 is attributed to the error in the stress calculations 145 

before dynamic equilibrium was reached and does not affect the rest of results.  146 
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 147 

Figure 4. Axial stress-strain curves obtained for each of the CP specimen orientations at quasi-static 148 

(QS) and dynamic (HR) loading rates. 149 

Table 1. Summary of off-axis (0, 3, 6, and 10°) axial strength results at quasi-static (QS) and 150 

dynamic (HR) strain-rates. Average strain-rates (SR) are given in legend in s-1. 151 

Axial 

Strength 
0° QS 

[MPa] 

0° HR 

[MPa] 

3° QS 

[MPa] 

3° HR 

[MPa] 

6° QS 

[MPa] 

6° HR 

[MPa] 

10° QS 

[MPa] 

10° HR 

[MPa] 

1 747 925 744 911 623 959 467 828 

2 783 903 746 1001 643 814 468 823 

3 847 986 741 900 706 873 452 798 

4     630  451  

5       466  

AVG 792 938 744 937 651 882 461 816 

STDV 50.6 43.1 2.1 55.3 37.9 73.4 8.5 15.9 

CV (%) 6.4 4.6 0.3 5.9 5.8 8.3 1.9 1.9 

SR [s-1] 1E-3 75 1E-3 80 1E-3 83 1E-3 102 
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While these results will be analysed in more depth in the following sections, an increase in strength 152 

with regard to the quasi-static data is immediately visible across all specimens. In addition, the 10° 153 

specimens are noticeably lacking any significant nonlinear behaviour in the dynamic tests, Figure 4 154 

d). Both of these differences can be attributed to the viscous stiffening and hardening of the matrix at 155 

higher strain-rates, which has been observed in [16]. 156 

Furthermore, as all tests showed linear stress-strain behaviour up to the point of failure, linear CLT 157 

could be used to extract longitudinal ply stresses from the axial data, following the procedure 158 

described in [5,8]. This allowed for the longitudinal compression stress, 𝜎11, and in-plane shear 159 

stress, 𝜏12, in the longitudinal plies to be determined from the axial strength for each type of 160 

specimen, producing the failure envelopes shown in Figure 5. Because the quasi-static 10° tests 161 

showed significant nonlinear behaviour, the data obtained using linear CLT is less reliable and is 162 

shown in light grey in the plot. 163 

 164 

Figure 5. Quasi-static (QS) and dynamic (HR) failure envelopes extracted from axial strength data 165 

using linear CLT. X marks indicate the average strength for each specimen type and the dotted lines 166 

show the linear trend for each data set. 167 
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The new high strain-rate results in Figure 5 follow a similar trend to the previous quasi-static data as 168 

well as some of the biaxial loading data found in the literature [17,18]. The longitudinal compression 169 

strength can be seen to decrease in an apparent linear trend as the shear stress increases but, as will 170 

be discussed in the following sections, the off-axis specimens still maintained significant strength in 171 

the 11 direction even at high amounts of shear, contradicting some of the leading fibre kinking 172 

theories. In addition, as mentioned above, a significant increase in strength with respect to the quasi-173 

static data can be observed across all specimen orientations. This increase was around 20-35% for 174 

strain-rates of 75 to 85 s-1, matching what was reported by Ploeckl et al. [7] for the uniaxial 175 

compression strength of a quasi-isotropic laminate. 176 

Although, due to severe fragmentation, none of the specimens were in suitable conditions for post-177 

mortem imaging to verify that they did indeed fail due to fibre kinking, the results from the quasi-178 

static campaign and the repeatability of the new dynamic results should give enough confidence that 179 

the test results are valid. For reference, scanning electron microscope (SEM) images of fibre 180 

buckling in three of the QS specimens from [5] are shown in Figure 6. It is interesting to note that 181 

there appears to be a change from out of plane buckling in the 3° and 6° specimens to in-plane 182 

buckling in the 10° specimen, likely caused by the increasing in-plane shear stresses.  183 

 184 

Figure 6. SEM images of fibre buckling from different QS cross-ply specimens [5]. 185 



 

12 

In addition, images from the high-speed camera, as shown for one of the tests in Figure 7, indicate 186 

that specimen failure was caused by the initial collapse of the external longitudinal plies, which are 187 

presumed to have buckled due to fibre kinking. 188 

 189 

Figure 7. High-speed camera images of a 6° specimen at the point of failure with a 5 mm scale bar. 190 

Failure can be seen to initiate in the highlighted outer longitudinal plies in a) and propagate through 191 

the rest of the specimen in b) and c). 192 

4 Analysis and discussion 193 

With these new experimental results, a comprehensive set of fibre kinking failure data for one same 194 

material system at different loading rates and biaxial stress states was compiled, which has been used 195 

to evaluate some of the leading failure theories and criteria. In particular the analytical model by 196 

Budiansky and Fleck [1,2] and the numerical 3-dimensional implementation by Pinho for the NASA 197 

LaRC criteria [3,4,19] have been compared. 198 
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4.1 Strain-rate effects 199 

While none of the following models were explicitly developed with rate-dependency in mind, they 200 

can be adapted for dynamic loading relatively easily. These models all have in common that they 201 

predict fibre kinking failure based the nonlinear shear stress-strain response of the composite. If the 202 

nonlinear shear properties are made rate-dependent, the same criteria will be able to give predictions 203 

for different dynamic strain-rates. Following the approach used in [20–22], the in-plane shear 204 

properties of the composite can be scaled by a function 𝑟(𝜀̇) to obtain different dynamic values for 205 

each strain-rate, 𝜀̇: 206 

𝑟(𝜀̇) = 1 + √𝐾𝜀̇         (2)  207 

Using the quasi-static and dynamic data from [23], a Ramberg-Osgood nonlinear shear relation [24], 208 

eq. 3, and two rate-dependent parameters for the shear modulus and yield stress, 𝐾𝐺 and 𝐾𝑦, were 209 

calibrated for the IM7/8552 material so that the different curves for rates between 75 and 100 s-1 210 

could be obtained and used with the models described in the following sections. While only strain 211 

rates in the order of 100 s-1 have been investigated here, the validity of the above approach is tied to 212 

the validity of the nonlinear shear curves so the following criteria could potentially be used up to 213 

rates around 300 s-1 with the given material properties. The used material parameters are given in 214 

Table 2 and the resulting stress-strain curves are illustrated in Figure 8. 215 

𝛾 =
𝜏

𝐺
[1 + 𝑘 (

𝜏

𝜏𝑌
)

𝑛−1
]        (3) 216 

Table 2. Ramberg-Osgood nonlinear shear properties and rate-dependent scaling parameters 217 

calibrated for IM7/8552 from the data given in [23]. 218 

𝑮 [MPa] 𝑲𝑮 𝝉𝒚 [MPa] 𝑲𝒚 𝒌 𝒏 

5000 3E-4 85 1.5E-3  0.43 5.8 

 219 
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 220 

Figure 8. Shear stress-strain curves for IM7/8552 composite at quasi-static (QS) and dynamic (HR) 221 

strain-rates reproduced from [23]. The intermediate rate curve (MR) is extrapolated from the other 222 

two using eq. 2 from [20–22]. 223 

4.2 Analytical fibre kinking theory 224 

Currently, the most advanced fibre kinking theories are based on the original work by Rosen [25], 225 

where failure was predicted as elastic micro-buckling using a beam buckling model for parallel, 226 

perfectly aligned columns in an elastic medium. This gave a compressive strength of the form: 227 

𝜎𝐶 =
𝐺𝑏

(1−𝑣𝑓)
= 𝐺         (4)  228 

Where 𝐺𝑏 is the shear modulus of the matrix and 𝑣𝑓 the fibre volume fraction, resulting in a 229 

compressive strength equivalent to the shear modulus of the composite 𝐺, which severely over-230 

predicted the strength of the material. 231 



 

15 

In 1972, Argon [26] argued that composites undergo plastic rather than elastic micro-buckling, with 232 

kinking occurring due to misaligned fibres, so that the compressive strength was obtained as a 233 

function of the yield stress in shear and the initial misalignment of the fibres. This gave improved but 234 

not quite accurate predictions and paved the way for the work by Budiansky and Fleck [1,2], who 235 

built on these previous theories to include the effects of fibre rotation and nonlinear shear behaviour 236 

in the matrix by solving the equilibrium of the assumed kink-band geometry, shown in Figure 9.  237 

 238 

Figure 9. Typical kink band geometry and notation assumed by Budiansky and Fleck [1,2]. 239 

For the case of combined longitudinal compression, 𝜎∞, and in-plane shear, 𝜏∞, the following 240 

equilibrium relation can be obtained: 241 

𝜎𝐶 − 2𝜏∞ tan 𝛽 = max (
𝜏−𝜏∞+𝜎𝑇 tan 𝛽

𝜙+𝜙̅
)      (5)  242 

Which, for the specific case of uniaxial loading (𝜏∞ = 0), results in a direct analytical expression for 243 

the critical compressive stress, 𝜎𝐶0, at which the fibres will buckle: 244 

𝜎𝐶0 =
𝐺∗

1+𝑛𝑘1 𝑛⁄ (
𝜙̅∕𝛾𝑌

∗

𝑛−1
)

(𝑛−1)∕𝑛        (6) 245 

With 𝐺∗ = 𝛼2𝐺, 𝛾𝑌
∗ = 𝛾𝑦 𝛼⁄ , and 𝛼 = √1 + (

𝜎𝑇𝑌

𝜏𝑌
)

2
tan2𝛽. Where 𝐺 is the shear modulus of the 246 

composite, 𝜙̅ is the initial  fibre misalignment and  𝛽 the kink band angle; 𝜎𝑇𝑌 and 𝜏𝑌 are yield 247 
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stresses in transverse tension and shear; and 𝑛, 𝑘 are Ramberg-Osgood [24] parameters for the 248 

nonlinear shear response of material, which is made rate-dependent by scaling the yield stress and 249 

shear modulus with eq. 2. 250 

For off-axis compression, however, the solution becomes more complicated and cannot be found 251 

analytically. Instead, an iterative approach, described in detail in [1], must be used. 252 

The iterative solution for combined compression and shear was implemented in MATLAB with a 253 

rate-dependent Ramberg-Osgood equation for the nonlinear shear response using eq. 2 as shown in 254 

Figure 8 to obtain the analytical failure envelope for quasi static and dynamic loading at strain-rates 255 

of 75 to 100 s-1. The initial fibre misalignment was calibrated from the quasi-static uniaxial 256 

compression test. For the given nonlinear shear properties, a misalignment angle of approximately 257 

1.6° was obtained, in line with the previous microstructural characterisation results, and was then 258 

used to predict the off-axis quasi-static and all dynamic strengths. The predicted envelopes are 259 

plotted against the experimental results from section 3 in Figure 10 below. As can be observed, the 260 

uniaxial compression prediction using Budiansky and Fleck’s solution scales very well with the 261 

strain-rate, similar to Matsuo and Kageyama’s observations on its ability to predict the effects of 262 

temperature [6]. Interestingly, however, the effects of shear in the off-axis compression cases are 263 

over predicted, excessively lowering the longitudinal strength in both the quasi-static and dynamic 264 

envelopes. Even using the extended analytical solution from [1,27], which also accounts for the 265 

effects of transverse compression, 𝜎22, the off-axis predictions were not significantly improved.  266 

4.3 LaRC failure criteria 267 

Building on the above, Pinho [3,4,19] developed a numerical implementation of Fleck’s kinking 268 

theory adapted for more general 3-dimensional loading, whereas Fleck’s solutions in [1,2] were only 269 

derived for in-plane loading conditions. In Pinho’s LaRC model, a three-dimensional stress state is 270 

rotated onto the fibre misalignment frame, where matrix failure and fibre stability criteria are 271 
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evaluated through iteration. Shear stresses in the rotated frame contribute to additional fibre rotation, 272 

which, in turn, may increase the shear stress in the misalignment frame. If a stable solution can be 273 

found, potential failure of the matrix is then evaluated using Inter-Fibre Fracture (IFF) criteria of the 274 

form: 275 

{
𝑓𝑘𝑖𝑛𝑘 = (

𝜏𝑇

𝑆𝑇−𝜇𝑇𝜎𝑛
)

2
+ (

𝜏𝐿

𝑆𝐿−𝜇𝐿𝜎𝑛
)

2
= 1   𝑓𝑜𝑟   𝜎𝑏 ≤ 0

𝑓𝑘𝑖𝑛𝑘 = (
𝜎𝑛

𝑌𝑇
)

2
+ (

𝜏𝑇

𝑆𝑇
)

2
+ (

𝜏𝐿

𝑆𝐿
)

2
= 1       𝑓𝑜𝑟   𝜎𝑏 > 0

    (7)  276 

Where 𝜎𝑏 is the transverse stress on the misalignment frame; 𝜎𝑛, 𝜏𝑇 and 𝜏𝐿 are normal and shear 277 

stresses on the IFF plane; and 𝑌𝑇, 𝑆𝑇 and 𝑆𝐿 are the normal and shear strength properties of the 278 

composite, with frictional parameters 𝜇𝑇 and 𝜇𝐿. An in-depth explanation of this implementation and 279 

the theory behind it is given in [3,4,19]. 280 

As with Fleck’s analytical model in section 4.2, an implementation of the LaRC model was used to 281 

obtain quasi-static and dynamic failure envelopes using the uniaxial compression case for calibration 282 

along with the rate-dependent nonlinear shear properties and, in this case, rate-dependent IFF 283 

strength parameters taken from [23]. For the same initial misalignment of approximately 1.6° used 284 

with Fleck’s criterion, the results are shown in Figure 10 next to the experimental data and Fleck’s 285 

analytical predictions. 286 
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 287 

Figure 10. Experimental quasi-static (QS) and dynamic (HR) data compared against predictions 288 

from Pinho’s LaRC criteria [3,4,19] and Budiansky and Fleck’s analytical solution for longitudinal 289 

compression and shear [1,2]. 290 

As expected, the LaRC predictions for the uniaxial compression case are almost identical to the 291 

analytical ones. However, the two envelopes begin to diverge with off-axis loading due, primarily, 292 

to: a) different assumptions regarding the kink band angle, 𝛽, between the two; and b) the fact that 293 

the LaRC model not only considers stability of the rotating fibres in the kink band, but also considers 294 

potential inter-fibre fracture (IFF) failure in the matrix if a stable rotation is achieved. Furthermore, 295 

while these differences cause a more pronounced drop in the strength under off-axis loading 296 

compared to Fleck’s solution, they are arguably more physically sound, at least with regards to the 297 

treatment of potential matrix failure. 298 

In any case, regardless of the minor differences between them, the shortcomings in both the previous 299 

models highlight the need for a better description of the fibre kinking failure mechanisms under off-300 

axis compression loads. However, without a deeper look into the micromechanics of the problem, 301 
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any potential changes to the underlying assumptions of the fibre kinking theory under off-axis 302 

loading would lack the strong physical basis of the uniaxial compression theory. One way forward 303 

may be micromechanical modelling of the kind done by Naya et al. in [28] and a similar study 304 

including off-axis loads could shed some light on the effects of shear on fibre rotation within the 305 

misalignment frame.  306 

Keeping in mind the above concerns, a potential improvement to the fibre kinking model for off-axis 307 

compression cases is investigated in the following section. 308 

4.4 Shear damage model 309 

Given that the 0º predictions in the previous sections are accurate and Budiansky and Fleck’s fibre 310 

kinking theory [1,2] been extensively validated in the past for uniaxial compression cases, it seems 311 

that any inaccuracies in the off-axis predictions must come from the additional assumptions made for 312 

the effects of off-axis loads.  313 

Under Budiansky and Fleck’s assumed fibre kinking equilibrium and kinematics for the of off-axis 314 

loading case, any remote shear stress, 𝜏∞, would increase the waviness or additional rotation, 𝜙, of 315 

the misaligned fibres. This additional rotation is what causes the reduction in the strength under 316 

increasing shear stress and in [1,2] was accounted for by an additional shear knockdown factor that 317 

reduced the uniaxial compression strength from eq. 6.  318 

Therefore, the most likely cause for the under prediction of the off-axis compression strength in the 319 

previous sections is an over-estimation of the additional rotation, 𝜙, in the misaligned fibres caused 320 

by the remote shear, 𝜏∞. 321 

While further research would be necessary in order to confidently establish the micromechanics for 322 

the off-axis loading case, as an initial approximation and as a way to test the above hypothesis, it has 323 

been assumed instead that the effects of off-axis loads on the fibre waviness are negligible.  324 
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By neglecting this effect on the critical misalignment angle, the off-axis compression case can be 325 

treated in a simplified manner as the superposition of: (a) a uniaxial compressive load with no 326 

change to the fibre misalignment or the kinematics of the misaligned fibres, which is predicted by 327 

Fleck’s uniaxial compression strength criterion, 𝜎𝐶0, in eq. 6; and (b) an of off-axis load that may 328 

introduce matrix damage in the material, affecting the nonlinear shear behaviour.  329 

Therefore, under these assumptions, the off-axis compression case can be considered as a case of 330 

uniaxial compression where the shear properties of the material may have been degraded by the off-331 

axis loads. In this way, the off-axis compression strength can then be approximated by using eq. 6 for 332 

the uniaxial compression strength with damaged shear properties corresponding to the applied off-333 

axis loads. By replacing the shear modulus, 𝐺, in eq. 6 with the damaged modulus, 𝐺𝐷, the off-axis 334 

compression strength becomes: 335 

𝜎𝐶 =
𝐺𝐷

1+𝑛𝑘1 𝑛⁄ (
𝜙̅∕𝛾𝑌

∗

𝑛−1
)

(𝑛−1)∕𝑛 =
𝐺(1−𝐷)

1+𝑛𝑘1 𝑛⁄ (
𝜙̅∕𝛾𝑌

∗

𝑛−1
)

(𝑛−1)∕𝑛 = 𝜎𝐶0(1 − 𝐷)   (8) 336 

Here, 𝐷 = 1 − 𝐺𝐷 𝐺⁄  is introduced as a measure of the accumulated damage to the shear modulus 337 

from the off-axis loads. This allows the strength to be expressed in terms of the uniaxial compression 338 

strength, 𝜎𝐶0, and a shear damage term, (1 − 𝐷), which is in agreement with the observations by 339 

Eyer et al. in [29] that the loss of longitudinal compression strength in CFRP tubes was directly 340 

proportionally to the loss of rigidity in the shear modulus. 341 

While the above is admittedly a simplification of the true micromechanics of the problem, the aim 342 

here was to highlight the shortcomings in the current theory and investigate an alternative 343 

assumption for the material behaviour under off-axis compression until the micro-scale failure 344 

mechanisms are better understood.  345 

In order to test this new assumption, the above criterion was implemented in MATLAB using the 346 

rate-dependent nonlinear shear properties obtained in section 4.1. As an initial approximation, since 347 
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no cyclic loading data was available to calibrate the progressive matrix damage in this material, the 348 

secant shear modulus of the composite was used as an estimate for the damaged shear modulus.  349 

Therefore, the initial misalignment, 𝜙̅, was calibrated from the uniaxial quasi-static compression test, 350 

as was done in the previous sections, and the shear damage, 𝐷, for each off-axis test case was 351 

approximated by 𝐷 = 1 − 𝐺𝐷 𝐺⁄ , using as 𝐺𝐷 the secant shear modulus from the Ramberg-Osgood 352 

curves, as illustrated in Figure 8. 353 

The results, shown in Figure 11 below, agree remarkably well with the experimental data for both 354 

quasi-static and dynamic cases up to the 6° off-axis tests. At 10°, the dynamic test showed 355 

significantly higher longitudinal strength than predicted using this approach. However, the stresses 356 

used for this initial analysis were obtained from CLT and may not adequately represent the state of 357 

the material at large amounts of shear. In addition, this approach requires knowledge of progressive 358 

damage evolution and, based on the cyclic loading data from [30,31], the assumption that 𝐺𝐷 equals 359 

to the secant modulus may result in overly conservative predictions. For illustrative purposes, the 360 

resulting envelopes assuming only 50% of damage to the shear modulus, indicated by the dotted 361 

lines in Figure 11, show how the predictions may change if the shear damage were calibrated 362 

differently.  363 



 

22 

 364 

Figure 11. Predicted quasi-static and dynamic failure envelopes using proportional damaging of the 365 

shear modulus based on the constitutive model in [32] to predict the damage to the fibre kinking 366 

strength under multiaxial loads. 367 

Following the positive initial results from the preliminary analysis above, the proposed criterion was 368 

implemented into a user-defined material subroutine in LS-DYNA explicit finite element analysis 369 

(FEA) solver along with the rate- and pressure-dependent constitutive model described in [32] for a 370 

more in-depth evaluation. In this way, a more accurate representation of the stress states in the 371 

material could be obtained, as opposed to the analytical approximation obtained from the CLT, 372 

which only considers linear elastic behaviour. In addition, by using a multi-axial rate-dependent 373 

constitutive law for the nonlinear shear behaviour, both the uniaxial kinking strength, 𝜎𝐶0, and the 374 

off-axis damage, 𝐷, in the proposed fibre kinking criterion, eq. 8, automatically become pressure-375 

dependent as well as rate-dependent. 376 

As was done in the previous analysis, the initial misalignment, 𝜙̅, was calibrated from the uniaxial 377 

quasi-static compression strength with all of the strain rate and off-axis effects deriving directly from 378 
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the constitutive behaviour. However, since the finite element analysis produced a more accurate 379 

representation of the transverse and shear stresses present in the cross-ply material under uniaxial 380 

compression, a slightly different initial misalignment angle of 1.5° was obtained. For this, the 381 

constitutive model from [32] was calibrated for the IM7/8552 material using the off-axis transverse 382 

compression data in [23], allowing for the secant shear modulus to be extracted for any given stress 383 

state in order to determine the off-axis damage, 𝐷. A summary of the constitutive model and 384 

calibrated material properties can be found in Appendix A. 385 

This model was then used to simulate each of the off-axis test cases at quasi-static and dynamic 386 

strain-rates. A simplified specimen geometry, shown in Figure 12, was meshed using large 387 

1x1x0.125 mm elements, to represent the central gauge section at a scale similar to what is typically 388 

used in industrial applications. The nodes on one end of the specimen were fixed in the axial 389 

direction and the opposite nodes were prescribed displacements at the average relative velocity 390 

between input and output bars for each of the test cases. 391 

 392 

Figure 12. Side view of the simplified FE mesh used to model the off-axis compression tests. 393 

Dimensions in mm. 394 

Finally, the different material orientations and prescribed velocities were applied for each test case 395 

and the simulations were run, extracting axial stress-strain curves from the total displacement and 396 
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resultant force. A comparison between the stress-strain curves from the simulations and from the 397 

quasi-static [5] and dynamic experiments is shown in Figure 13, below.  398 

 399 

Figure 13. Predicted axial stress-strain curves for each of the off-axis specimens at quasi-static (QS, 400 

solid blue) and dynamic (HR, dotted red) loading rates plotted over the QS (solid black) and HR 401 

(dotted black) experimental data from Figure 4. 402 

The FEA predictions obtained using the proposed criterion were, again, in very good agreement with 403 

the experimental data, falling within the experimental scatter in all cases except the 10° quasi-static 404 

compression test. However, in this last case the model appeared to under predict the shear 405 

nonlinearity and thus the shear damage, which would result in an over prediction of the strength. In 406 

addition, in this case the model showed significant IFF damage before the fibre kinking strength was 407 

reached, meaning that beyond this point the kinking criterion would likely become irrelevant as 408 

matrix failure would dominate the material response at greater amounts of shear. 409 
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Therefore, while the proposed criterion may rely on more simplistic assumptions of the fibre kinking 410 

behaviour, the results from both the preliminary analysis and the FEA simulations suggest that 411 

Budiansky and Fleck’s original assumptions for the off-axis loading behaviour likely overestimate its 412 

effects on fibre rotation in the misalignment frame. While further research will be required to 413 

determine the reasons for this and establish a more accurate description of the micromechanics of 414 

fibre kinking under multi-axial loading, the results indicate that, as an alternative, the assumption 415 

that off-axis loads do not significantly affect the fibre misalignment may be a closer approximation 416 

for the longitudinal compression failure of CFRP laminates under combined loading. 417 

5 Conclusions 418 

A series of high strain-rate compression tests have been performed on uniaxial and off-axis cross-ply 419 

IM7/8552 specimens. Along with previously reported quasi-static experiments on the same material 420 

[5], a comprehensive data set on the effects of shear and strain-rate on fibre kinking strength has 421 

been compiled. This new data has been used to evaluate leading fibre kinking theories [1–4,19], 422 

showing that, when coupled with rate-dependent nonlinear in-plane shear properties, they were able 423 

to accurately predict the effects of strain-rate on the longitudinal compression strength. However, 424 

none of the physically based kinking theories were able to capture the effects of shear, likely due to 425 

an over prediction of fibre rotation effects and indicating a need for better understanding of the 426 

micromechanics of kink band formation under multiaxial loads. 427 

Instead, a simple shear damage model is proposed to account for the effect of off-axis stresses on the 428 

longitudinal compression strength, which relies on the alternative assumption that off-axis loads do 429 

not significantly affect the fibre misalignment. The proposed criterion was implemented in a user-430 

defined material subroutine for LS-DYNA and used to model each of the reported test cases, 431 

showing very good agreement with the experimental results, both at quasi-static and dynamic strain-432 

rates. 433 
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Therefore, until better knowledge of the micromechanics of kink band formation is obtained and the 434 

physically based theories can be updated, the simple more phenomenological approach is 435 

recommended for better predictions of the compression strength of FRP laminates under multiaxial 436 

loads. 437 
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Appendix A: Localisation plane plasticity model 441 

In order to include strain rate and pressure effects in the FEA predictions, the proposed shear damage 442 

criterion for the off-axis compression strength was coupled with the following constitutive model 443 

originally presented in [32]. 444 

The model is based on the idea that the same physical phenomena behind Puck’s failure criterion 445 

might also be able to explain the matrix-dominated nonlinear response observed in UD FRPs. 446 

Therefore, on the basis of Puck’s IFF theory [33], the following localisation plane plasticity model is 447 

built on the assumption that the inelastic behaviour in these materials is caused by the shear stresses 448 

acting on a critical localisation plane around the fibre direction, Figure 14, driven by a frictional 449 

Drucker-Prager-type equivalent stress. 450 



 

27 

 451 

Figure 14. Schematic view of the Puck localisation plane concept and rotation of the material 452 

aligned stresses around the fibre direction. 453 

The yield function, that is proposed for the localisation plane (LP) plasticity model is expressed as: 454 

𝑓𝑦[𝝈, 𝜃𝑦, 𝜀𝑝̅, 𝜀 ̅𝑝̇] = 𝑓𝑦[ 𝝈̂, 𝜀𝑝̅, 𝜀 ̅𝑝̇] = 𝜎̅[ 𝝈̂] − 𝜏𝑦[𝜀𝑝̅]𝑟𝑦[𝜀̅̇] = 0    (9) 455 

where 𝜏𝑦[𝜀𝑝̅] represents the strain hardening and 𝑟[𝜀̅̇] the strain rate effects as described by eq. 2 in 456 

section 4.1. The term 𝜎̅[𝝈̂] represents the equivalent stress on the localisation plane, 𝜃𝑦, determined 457 

by the linear Drucker-Prager type expression, 𝜎̅[𝝈̂] = 𝛼𝜎𝑛 + √𝜏𝑛1
2 + 𝑒𝜏𝑛𝑡

2, where the parameters 𝛼 458 

and 𝑒, respectively, represent the frictional coefficient that accounts for the pressure-dependency and 459 

a shear interaction parameter that accounts for the anisotropic behaviour along and transverse to the 460 

fibres.  461 

The localisation plane stress components in this criterion, 𝝈̂ = {𝜎1𝜎𝑛𝜎𝑡𝜏𝑛1𝜏𝑛𝑡𝜏1𝑡}𝑻, are obtained by 462 

the rotating the material stress tensor, 𝝈 = {𝜎11𝜎22𝜎33𝜏12𝜏23𝜏13}𝑻, around the fibre direction onto 463 

the potential yield plane, 𝜃, using the rotation matrix 𝑹[𝜃], following same approach used in the 464 

Puck IFF theory: 465 
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𝝈̂ = 𝑹 𝝈,   
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=

=
  (10) 466 

The flow rule is chosen to be non-associative as generally is in most of the pressure-dependent 467 

plasticity models: 468 

𝑔[𝝈̂] = 𝛼𝑔𝜎𝑛 + √𝜏𝑛1
2 + 𝑒𝑔𝜏𝑛𝑡

2       (11) 469 

The hardening of the material is modelled as purely isotropic. For the sake of simplicity, no 470 

kinematic or distortional hardening is considered. In order to do so, a combined Voce strain 471 

hardening and strain rate hardening is defined as a function of the equivalent plastic strain and 472 

equivalent plastic strain rate as: 473 

𝜏𝑦[𝜀𝑝̅]𝑟𝑦[𝜀̅̇] =  {𝐴 + 𝐵1(1 − 𝑒[−𝐶1𝜀̅𝑝]) + 𝐵2(1 − 𝑒[−𝐶2𝜀̅𝑝])}{1 + √𝐾𝑦𝜀̇}  (12) 474 

where 𝐾𝑦 is the strain rate coefficient, 𝐴 is the initial yield stress and 𝐵1, 𝐶1, 𝐵2, and 𝐶2, are the 475 

strain hardening material constants. The strain hardening and the strain rate hardening effects have 476 

been considered independent for the sake of simplicity and ease of calibration.  477 

The model, which is explained in more detail in [32,34], was implemented as a user-defined material 478 

subroutine in the LS-DYNA explicit FEA solver and calibrated with the properties given in Table 3 479 

to fit the nonlinear stress-strain curves of the IM7/8552 material from [23]. 480 
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Table 3. Constitutive model parameters used to describe the nonlinear behaviour of IM7/8552, 481 

calibrated from the data given in [23]. 482 

Plastic Properties 

𝑨 𝑩𝟏 𝑪𝟏 𝑩𝟐 𝑪𝟐 𝜶  𝜶𝒈  𝒆  𝒆𝒈  𝑲𝒚 

60 33 130 25 10 0.1 0.23 0.9 1 1E-03 
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